
3 OF .66 DIA. MOUNTING HOLES,
    EQUALLY SPACED ON A 5.75 DIA.
 BOLT CIRCLE.  SAE #3 FLANGE.

10 1/4-28 SCREWS EQUALLY SPACED.
DRIVE HOUSING MAY BE ROTATED TO
ANY ON OF 10 POSITIONS TO
ACCOMODATE INSTALLATION.
36 INCREMENTS        

6.11

2.88

FACE OF
FLYWHEEL

2.00 .75 MESH

4.62

3.622 DIA

5.44

17.17

3/4 JIC PORTS
HYDRAULIC OIL
INLET & OUTLET

1.81

HS-223 Series

Weight: 52 lbs.

12 1/4-28 SCREWS EQUALLY SPACED.
DRIVE HOUSING MAY BE ROTATED TO
ANY ON OF 12 POSITIONS TO
ACCOMODATE INSTALLATION.
30 INCREMENTS        

5.31

6.11

2.88

3 OF .66 DIA. MOUNTING HOLES,
    EQUALLY SPACED ON A 5.75 DIA.
 BOLT CIRCLE.  SAE #3 FLANGE.

Weight: 72 lbs.

1˝ JIC PORTS
HYDRAULIC OIL
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HS-360 Series

FACE OF
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Pow-R-Quik

HS-223/360 GEAR TYPE HYDRAULIC STARTERS

Friction Clutch Inertia Drives
THESE STARTERS ARE ADAPTED FROM PRQ’S 23/24 AND 60/61 SERIES AIR STARTERS.
THEY CAN BE PURCHASED WITH OR WITHOUT MOTORS. BOTH USE FRICITON CLUTCH 
STARTER DRIVES.


