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Installation
TYPICAL TYPICAL 
NATURAL 
GAS ENGINE 
INSTALLATION

TYPICAL
DIESEL ENGINE 
INSTALLATION

˛  Stainless Steel 
Rotor Casing

˛ Sealed Thrust Bearings
˛ High Tech Vanes

LS-23/24 SERIES

5-113 
1” Valve

53-163
1” Lubricator 

(Fill with light wt. (Fill with light wt. 
oil or diesel fuel)

Pow-R-Quik

44-129
1” Filter1” Filter

Four 1/4"–28 screws, inlet 
adaptor may be rotated to 
any one of 12 positions to 
accommodate installation 
(30° increments)

Inlet – 1Inlet – 1" NPT Female THD

2-5/32"

3"
7-5/16"7-5/16"

3"

3/4" Mesh2"
Face of 
Flywheel

3.622" Dia

18-15/32"

3-13/32"

Six 1/4"–28 screws, gear housing may be rotated to any one of Six 1/4"–28 screws, gear housing may be rotated to any one of 
10 positions to acco modate installation (36° increments)10 positions to acco modate installation (36° increments)

1-1/4" NPT Female THD Outlet, outside dia. 1-1/4" NPT Female THD Outlet, outside dia. 
will accommodate 2" I.D. rubber hose

18°

5-19/645-19/64"

5"

2-11/16" R2-11/16" R

18°

6-5/32"

2-3/4"2-3/4"

Rotation Viewed 
from this end

Three 21/32" dia. mounting Three 21/32" dia. mounting 
holes for 5/8" bolts, equally holes for 5/8" bolts, equally 
spaced on 5.750" dia. bolt spaced on 5.750" dia. bolt 
circle SAE #3 flangecircle SAE #3 flange

Ten 1/4"–28 screws equally spaced, 
Bendix housing may be rotated to any 
one of 20 positions to accommodate 
installation (18° increments)

* A shorter drive housing is also available

3223 Installation Kit

5-108
Pilot
Valve

5-113
1” Valve

From Diesel fuel
primary filter

5-103
Muffler

2-101 Lubricator
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